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Enron Oil & Gas Compai 0CT 05 1998P.O. Box 250
Big Piney, WY 83113

DIV.0FOIL,GAS&MINING
September 29, 1998

Utah Division of Oil, Gas, & Mining
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
CHAPITA WELLS UNIT #569-28
SWl/4, SEC. 28, T9S, R22E

UINTAH COUNTY, UTAH
LEASE NO.: U-023998
FEDERAL LANDS

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420

Sincerel ,

Ed Trotter
Agent
Enron il & Gas Company

Attachments



Form 3160-3 SUBMIT IN LICATE*
FORM O(July 1992) (Other instructions on OMB NO. 1004136UNITED STATES reverse side) Expires: February28,1995DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION ÀN

BUREAU OF LAND MANAGEMENT U-023998
APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. IF INDIAN, ALLOTTER OR T

N/Ala. TTPE OF WORK

DRILLEl DEEPENO 7. UNIT AGEEEMENT NAME
b. TTrzorwaam

CHAPITA WELLS UNITOILLL GASLL
OTHER

s NNE ZOUNLTELE S. FMMMWNO.
2. NAME OF OPERATOn

CHAP ITA WELLS UNIT
ENRON OIL & GAS COMPANY Û- NO.a- ADDMESANDmgHONENO

CWU #569--28P.O. BOX 1815, VERNAL, UT 84078 1o. FIELD AND POOL, OR WILDCAT4. I.OCATION Or WELL (Report location clearly and in accordance with any State requirements-*) CWU/WASATCHAt surface
1216 ' FSL & 1318 ' FWL SW1/4 11. sme., 2., n., u., on ner.

At proposed prod. zo¤e Llos CONFilENTIALAND SURVEY Og AREA

37/ SEC. 28, T9S, R22E14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* Î2. COUNTY OR PARISH 13. BTAT25.1 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH10. DISTANCE FROM PROPOSED*
16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST

TO THIS WELLPROPERTY OR LEASE LINE, FT. 1 2 1 6 '
4 8 0(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLSo'.°Ë,EA EST WEOIL, DRSIL G, COMPLETED.
7250 '

ROTARY
21. ELEVATrows (Show whether DF, RT, GR, etc.) ¯ n. Arraox. narmion wrLL arART•

4927' GRADED GROUND
UPON APPROVAL

23.
PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE GRADB,Sl2BOFCASING WEIGHT PER FOOT SETTING DEPTH QUANTITY O CEMENT11" 8 ojo" 24 200-220' 100-150 SX CLASS "G" + 2%OR 12 1/4" 9 5/8" 32.30# 200-220' CaCl2 + 4 */SX CET,T,0FT.AKF.
7 7/8" 4 1/2" 10.50# 7250' 50/50 POZMIX + 2% GEL + 10°/o

SALT TO 400 ' ABOVE ALL ZONES
SEE ATTACHMENTS FOR: OF INTEREST (+10% EXCESS).

LIGHT CEMENT (11PPG_) +
8 POINT PLAN LCM TO 200' ABOVE OIL SHALE
BOP SCHEMATIC OR FRESH WATER INTERVALS
SURFACE USE AND OPERATING PLAN (+ 5°/o EXCESS).
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" ENRON OIL & GAS COMPANY WILL BE THEGAS SALES PIPELINE--MAP "D" DESIGNATED OPERATOR OF THE SUBJECT
FACILITY DIAGRAM WELL UNDER NATIONWIDE BOND #81307603

pc: UTAH DIVISION OF OIL, GAS, AND MINING

IN ABOVESPACEDESCRI - PROPOSED PROGRAM: If proposal is to deepen, give data on present pre lac i e < ne p po e ti 'er un
. proposal is to drill ordeepen directionally, give pc in t data on subsurface locations and measured and true vertical depths. Give 4 o eventer program, if any.

SIGNED.._ TITE.E AGENT DIV.OFOlt, GM &gy 10 -81f

(This space for Feder 1 or S

APPROVAL DATE

Application approval does not warrant or al or equitable Lille to those rights in the subject lease which would entitle the applicant to onduct operations thenm
CONDITIONSOFAPPROVAl,lFANY: Actio essary BRADLEYG. HILL

RECLAMATIONSPECIALIST III
APPROVED BY Tf F _ DA IE

*See InstructionsOn ReverseSide
Title 18 U.S.C Section 1001, makes it a crime for any person knowinalv and willfullv to make to aos dooartment or agency of



ENRON OIL & GAS CO.

TBS, R22E, S.L.B.&M. Well location, CWU //569-28, located as shown
in the SW 1/4 of Section 28, T95,
R22E, S.L.B.&M. Uintah County, Utah.

NB9°53'W
- 80.22 (G.L.o.) BASIS OF ELEVATION

SPOT ELEVATIONAT A RIDGE TOP LOCATED IN THE
SE 1/4 SE 1/4 OF SECTION 29, T95, R22E,
S.L.B.&M. TAKEN FROM THE RED WASH SW
QUADRANGLE,UTAH, UlNTAH COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE
UNITED STATES DEPARTMENT OF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED
AS BEING 4980 FEET.

SCALE

CM/ /569-28
..

°2
CERTlFICATE

THIS IS TO CERTlFY THAT THE ABOVE PLA MElev. Ungraded Ground - 4929 FlELD NOTES OF ACTUAL SURVEYS MADE
---

--- SUPERVISIONAND THAT THE SAME AR 0 ŠORR
BEST OF MY KNOWLEDGEAND BELIEF.

REGISgED l.AND S OR
REGIS Tl0N NO. 1 1 .

REVISED: 3-20-98 D.COX ••••

UINTAH ENGINEERING & LAN N YING
x 1 BS SOUTH - 200 EAST VERNAL, UTAH 84078

S8956'JJ"W - 2641.86' (Meas.) S89'59'W - 39.94 (G.L.O.) (435) 789-1017
LEGEND: SCALE DATE

1" = 1000' 1-21-92
=

90° SYMBOL PARTY REFERENCES
= PROPOSED WELL HEAD. G.S. J.F. R.E.H. G.L.O. PLAT

WEATHER FILE
= SECTION CORNERS LOCATED (Brass Caps)'

COLD ENRON OIL & GAS
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EIGHT POINT PLAN

CHAPITA WELLS UNIT #569-28
SW1/4, SEC. 28, T9S,R22E
UINTAH COUNTY, UTAH

1. ESTIMATED TOPS & ANTICIPATEED OIL, GAS, & WATER ZONES:

FORMATION DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River 1629
Oil Shale 1629
"H" Marker 3004
"J" Marker 3644
Base "M" Marker 4074

Wasatch 4424
Peters Point 4424 GAS
Chapita Wells 4954 GAS
Buck Canyon 5514 GAS
Island 6437

EST. TD 7250 Anticipated BHP 3100 PSI

2. PRESSURE CONTROL EQUIPMENT: BOP SchematicDiagram attached.

3. CASING PROGRAM:

MINIMUM SAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSILE

11 O' - 220' 200' - 220' 8 5/8 24.0 # J-55 ST&C 1370 PSI 2950 PSI 263,000#
or

12 ¼ O' - 220' 200' - 220' 9 5/8 32.3 # H-40 ST&C 1370 PSI 2270 PSI 254,000#
7 7/8 O' - 7250' 7250' 4 ½ 10.5 # J-55 ST&C 4010 PSI 4790 PSI 146,000#

All casing will be new or inspected.

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 220' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute

TD Gel/polyacrylamidepolymer w/5-10% LCM
Lost circulation probable from 1500' to 3000'+/-.

8 point plan-EOG
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EIGHT POINT PLAN

CHAPITA WELLS UNIT #569-28
SW1/4, SEC. 28, T9S,R22E
UINTAH COUNTY, UTAH

Sufficientmud inventory will be maintained on location during drilling to handle any adverse conditions that may
arise.

6. VARIANCE REQUESTS:

A. Enron requests a variance to regulations requiring a straight run blooie line (Where possible, a straight
run blooie line will be used).

B. Enron requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water system).

C. Enron requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be 75' in length.

7. EVALUATION PROGRAM:

Logs: AIT/GR/SP/CAL T.D. to base of surfàce casing
FDC/CNL/GR/Cal/PE/ML T.D. to 2900'
Platform Express

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.
Note: If hole conditions prevent the running of open hole logs, a cased hole Dipole Sonic/Neutron/Gr

will be run in lieu of open hole logs.

8. ABNORMAL CONDITIONS:

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Clock
C. Stabbing Valve
D. Visual Mud Monitoring

8 point plan-EOG
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EIGHT POINT PLAN

CHAPITA WELLS UNIT #569-28
SW1/4, SEC. 28, T9S,R22E
UINTAH COUNTY, UTAH

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will
be used, produced, stored, transported, or disposed of in association with the drillingof this well.

(Attachment: BOP Schematic Diagram)

8 point plan-EOG



3000 PSIG DIAGRAM

ANNULAR PREVENTOR AND BOTH RAMSARE 3000 RATED.
CASING FLANGE IS 11" 3000 PSIG RATED.
BOPE 11" 3000 PSIG

TESTING PROCEDURE: e ¿
l. BOPE 's will be tested with a professional tester to conform to (OTATIN

Onshore Order #2 with retest every 14 days. HEAD
FT,OW T,TNE

2. Blind & Pipe rams will be tested to rated working pressure, 3000 psig
3. Annular preventor will be tested to 50% of working pressure, 1500 psig
4. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70%

ANNULAR
· of burst strength, whichever is greater• PREVENTER
5. All lines subject to well pressure will be pressure tested to the same

pressure as blind & pipe rams.
6. All BOPE specifications and configurations will meet Onshore Order #2

requi'rements for 3000 psig BOPE specifications.

PIPE AMS
CHOKE MANIFOLD

2 " MIN ADJUSTABLE CHOKE

TO MUD/GAS SEPARATOR
OR PIT BLIND MS

3" MINIMUM RATED TO 30001
PSIG 2" KILL LIN

3" MTNTMTTM

BLEED LINE TO PIT 3" DIAME

.2" MIN CASING
A ' SPOOL 11" 3000 PSIG FLANGE

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR
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CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: Enron Oil & Gas Company
Well Name & Number: Chapita Wells Unit #569-28
Lease Number: U-023998
Location: 1216' FSL & 1318' FWL, SW1/4, Sec. 28,

T9S, R22E,S.L.B.&M.
Uintah County, Utah

Surface Ownership: Federal

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction
of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice: - at least twenty-four (24) hours prior to
spudding the well.

Casing String and
Cementing - twenty-four (24) hours prior to running

casing and cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running

casing and tests.

First Production
Notice - within five (5) business days after new well

begins or production resumes after well
has been off production for more than
ninety (90) days.

For more specific details on notification requirements, please check the Conditions of
Approval for Notice to Drill and Surface Use Program.

APD-BLM-EOG
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THIRTEEN POINT SURFACE USE PROGRAM

1. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on location,
and attached TOPO Map "B" showing access to location from existing roads.

B. The proposed well site is located approximately 25.1 miles southeast of Ouray,
Utah - See attached TOPO Map "A" .

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off lease
Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.4 miles in length. See attached TOPO
Map "B".

B. The access road has a 30 foot ROW w/ 18 foot running surface.
C. Maximum grade on access road will be 8%.
D. No turnouts will be required.
E. Road drainage crossings shallbe of the typical dry creek drainage crossing

type.
F. No culverts, bridges, or major cuts and fillswill be required.
G. The access road will be dirt surface.
H. No gates, cattleguards, or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of location
staking.

The road shall be upgraded to meet the standards of the anticipated traffic flow
and all-weather road requirements. Upgrading shall include ditching, drainage, graveling,
crowning, and capping the roadbed as necessary to provide a well-constructed safe road.
Prior to upgrading, the road shall be cleared of any snow cover and allowed to dry
completely. Traveling off the 30 foot Right-of-Way will not be allowed.

Road drainage crossings shallbe of the typical dry creek drainage crossing type.
Crossings shall be designed so they will not cause siltation or accumulation of debris in the
drainage crossings nor shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shallbe prevented by diverting water off at frequent intervals by
means of cutouts. Upgrading shall not be allowed during muddy conditions. Should mud
holes develop, they shall be filled in and detours around them avoided.

As operator, Enron Oil & Gas Company shall be responsible for all maintenance on
cattleguards, or gates associated with this oil and/or gas operation.

APD-BLM-EOG
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3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells -

2*
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Drilling wells - None
F. Producing wells -

15*
G. Shut in wells - None
H. Injection wells - None

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD

1. Tank batteries - None
2. Production facilitieswill be set on location if the well is successfully

completed for production. Facilities will consist of well head valves,
combo separator-dehy unit with meter, 300 Bbl vertical or 200 Bbl low
profile, condensate tank, and attaching piping. See attached facility
diagram.

3. Oil gathering lines - None
4. Gas gathering lines - A 3" gathering line will be buried from dehyto the

edge of the location.
5. Injection lines - None
6. Disposal lines - None
7. Surfàce pits - None

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall be flagged prior
to archaeological clearance.

2. A 3" OD steel above ground natural gas pipelinewill be laid
approximately 3500' from proposed location to a point in the NW1/4
of Section 33, T9S, R22E, where it will tie into QuestarPipeline Co.'s
existing line. Proposed pipeline crosses Federal lands within the
Chapita Wells Unit, thus a Right-of -Way grant will be required.

3. Proposed pipeline willbe a 3" OD steel, welded line laid on the
surfàce.

4. Protective measures and devices for livestock and wildlife will be taken
and/or installed where required.

APD-BLM-EOG
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If storage facilities/tankbatteries are constructed on this lease, the
facility/battery or the well pad shall be surrounded by a containment dike of
sufficient capacity to contain, at a minimum, the entire contents of the
largest tank within the facility/battery.

The production facilitieswill be placed on the Southwest side of the
location.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from Ouray Brine Plant at Ouray, Utah, and/or Target
Trucking Inc.'s water source in the SW/SW, Sec. 35, T9S, R22E, Uintah
County, Utah (State Water Right #49-1501).

B. Water will be hauled by a licensed trucking company.
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be of native
borrow and soil accumulated during the construction of the location.

B. All construction material will come from Federal Land.
C. No mineral materials will be required.

7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during the drilling

and completion of the well. Disposal will be at the Vernal sewage
disposal plant.

3. Burning will not be allowed. Trash and other waste material will be
contained in a wire mesh cage and disposed of at an approved waste
disposal facility.

4. Produced waste water will be confined to a lined pit or storage tank for
a period not to exceed 90 days after initialproduction. During the 90
day period, an application for approval of a permanent disposal method
and location, together with the required water analysis,will be
submitted for the AO's approval.

5. All chemicals will be disposed of at an authorized disposal site. Drip
pans and absorbent pads will be used on the drilling rig to avoid
leakage of oil to the pit.

B. Water from drillingfluids and recovered during testing operations will be
disposed of by either evaporating in the reserve pit or be removed and
disposed of at an authorized disposalsite. Introduction of well bore

APD-BLM-EOG
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hydrocarbons to the reserve pit will be avoided by flaring them off in the flare
pit at the time of recovery.

Burning of trash will not be allowed. All trash must be contained in a trash
cage and hauled away to an approved disposal site at the completion of the
drillingactivities.

On BLM administered land:
The reserve pit will be constructed so as not to leak, break, or allow discharge.

The reserve pit shall be lined.

After first production, produced waste water will be confined to a lined pit or
storage tank for a period not to exceed ninety (90) days. During the 90 day
period, in accordance with Onshore Order No. 7, an application for approval
of a permanent disposal method and location, along with required water
analysis, shall be submitted for the AO's approval. Failure to file an
application within the time allowed will be considered an incident of
noncompliance.

8. ANCILLARY FACILITIES
A. No airstrips or camps are planned for this well.

9. WELLSITE LAYOUT
A. Refer to attached well site plat for related topography cuts and fills and

cross sections.
B. Refer to attached well site plat for rig layout and soil material stockpile

location as approved on On-site.
C. Refer to attached well site plat for rig orientation, parking areas, and

access road.

The reserve pit will be located on the Northeast side of the location. The
flare pit will be located downwind of the prevailing wind direction on the
Northeast side of the location, a minimum of 100 feet from the well head
and 30 feet from the reserve pit fence.
The stockpiled topsoil will be stored separate from the location topsoil
at Corner "C". The stockpiled location topsoil will be stored between
Corners "D" and "6". Upon completion of construction, the stockpiled
topsoil from the location will be walked down with a dozer and seeded
with the approved seed mixture for this location.

Access to the well pad will be from the South.

N_/_ADiversion ditch(es) shallbe constructed on the

APD-BLM-EOG
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side of the location (abovelbelow) the cut slope, draining to the
N_/A Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the
N_LAThe drainage(s) shall be diverted around the sides of the well pad
location.

X_ The reserve pit will be constructed long and narrow for topographic
reasons.
N/A Corner # will be rounded off to minimize excavation.

FENCING REQUIREMENTS:

All pits will be fenced according to the following minimum standards:

A. Thirty-nine inch net wire shall be used with at least one strand of barbed wire
on top of the net wire. (Barbed wire is not necessary if pipe or some type of
reinforcement rod is attached to the top of the entire fence).

B. The net wire shallbe no more than 2 inches above the ground. The barbed
wire strand shall be 3 inches above the net wire. Total height of the fence shall
be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner as to keep the
fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner braces.
Maximum distance between any two posts shallbe no greater than 16 feet.

E. All wire shall be stretched by using a stretching device before it is attached to
the corner posts.

The reserve pit fencing will be on the three sides during drillingoperations and on
the fourth side when the sig moves off the location. Pits will be fenced and
maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and tied off
before cutting so as to prevent slacking of the wire. The opening shall be closed
temporarily as necessary during construction to prevent the escape of livestock,
and, upon completion of construction, the fence shall be repaired to BLM or SMA
specifications. A cattleguard with an adjacent 16 foot gate shall be installed in any
fence where a road is to be regularly traveled. If the well is a producer, the
cattleguards (shall/shall not) be permanentlymounted on concrete bases. Prior to
a new road, crossing any fence located on Federal land, or any fence between
Federal land and private land, the operator will contact the BLM, who will in turn
contact the grazing permittee or owner of said fence and offer him/her the
opportunity to be present when the fence is cut in order to satisfyhimself/herself
that the fence is adequately braced and tied off.

10. PLANS FOR RESTORATION OF SURFACE

APD-BLM-EOG
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A. PRODUCING LOCATION

Immediately upon well completion, the location and surrounding area will be
cleared of all unused tubing, equipment, debris, materials, trash, and junknot
required for production.
Immediately upon well completion, any hydrocarbons on the pit shall be

removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and perforated before

backfillingof the reserve pit.
The reserve pit and that portion of the location not needed for production
facilities/operationswill be recontoured to the approximate natural contours.
The stockpiled topsoil will then be spread over the pit area and seeded with the
prescribed seed mixture for this location.

B. DRY HOLE/ABANDONED LOCATION

At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and the BLM will
attach the appropriate surfàce rehabilitation conditions of approval.

time of abandonment.

11. SURFACE OWNERSHIP
Access road: Federal
Location: Federal

12. OTHER INFORMATION
A. Enron Oil & Gas Company will inform all persons in the area who are

associated with this project that they are subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic
or archaeological materials are uncovered during construction, the operator
will immediately stop work that might further disturb such materials, and
contact the AO. Within five working days the AO will inform the operator as
to: -whether the materials appear eligiblefor the National Register of Historic
Places;

-the mitigation measures the operator will likelyhave to undertake before
the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate.

If the operator wished, at any time, to relocate activities to avoid the
expense of mitigation and/or the delays associated with this process, the
AO will assume responsibility for whatever recordation and stabilization of
the exposed materials that may be required. Otherwise, the operator will

APD-BLM-EOG
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be responsible for mitigation costs. The AO will provide technical and
procedural guidelines for the conduct of mitigation. Upon verification
from the AO that required mitigation has been completed, the operator will
then be allowed to resume construction.

Additional Surface Stipulations
N No construction or drillingactivities shall be conducted between

and because of
N A No surface occupancy will be allowed within 1,000 feet of any sage grouse strutting

ground.
N/A No construction or exploration activities are permitted within a 1.5 mile radius of

sage grouse strutting grounds from April 1 to June 30.
N There shall be no surface disturbance within 600 feet of live water (includes stock

tanks, springs, and guzzlers).
N A No cottonwood trees will be removed or damaged.
N A Pond will be constructed according to BIA specifications approximately feet

of the location, as flagged on the onsite.

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION
OPERATIONS PERMITTING

Enron Oil & Gas Company Enron Oil & Gas Company Ed Trotter
P.O. Box 250 P.O. Box 1815 P.O. Box 1910
Big Piney, WY 83113 Vernal, UT 84078 Vernal, UT 84078
Jim Schaefer George McBride Telephone: (435)789-4120
Telephone (307)276-3331 Telephone (435)789-0790 Fax: (435)789-1420

All lease or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the
approval plan of operations, and any applicable Notice to Lessees. Enron Oil &
Gas Company is fully responsible for the actions of their subcontractors. A copy
of these conditions will be furnished to the field representative to insure
compliance.

A copy of the approved APD and ROW grant, if applicable, shall be on location
during construction of the location and drillingactivities.

Certification

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiarwith the conditions that presently
exist; that the statements made in the Plan are, to the best of my knowledge, true and
correct; and that the work associated with the operations proposed herein will be

APD-BLM-EOG
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performed by Enron Oil & Gas Company and its contractors and subcontractors in
conformity with this Plan and the terms and conditions under which it is approved.

Date

APD-BLM-EOG



SITTE FACTT,ITY DTAGRAM
CHAPITA WELLS UNIT # 569-28
SEC. 28, TSS, R22 E, SW/4
UINTAH COUNTY, UTAH

FEDERAL LEASE NO. U-023998
(Site Security Plan is on file at Enron's Vernal Office)

3" Gas Sales Pipeline

Combination Dehy Separator
with Sales Meter well head

100' Prod. Line

Access Road

100" Durnp Line

300 BBL
Tank

Sen1ed Sealed
Drain Load
Valve Valve

Tank Berm
2 1/2" HX 30' X 30'

4 Well Pad 175' X



ENRON OIL & GAS CO.
LOCATION LAYOUT FOR

CWU #569-28
SECTION 28, T9S, R22E, S.L..&M.

1216' FSL 1318' FWL

Proposed Access
Road

SCALE: 1" = 50' Û-8.2' '
s

DATE: 1-21-92 B. J5.J' 68
C-4.4'

Drawn By R.E.H. 6 E/. 31.5'
Revised: 3-20-98 D.COX I /

Sto. J+25
Approx.

Topsoil Top of
Stockpile Cut Slope

NOTE: Sl);;
Flore Pit is to I.ME P/T ....

be located a min.
of 100' from the
Well Head.

E/. 29.9' PIPE RACKS

C-10.8'
(btm. pit) 40 I i | |

E' F-6.4'
DOG HOUSE 1 EI. 20. 7'

40 120'

Sta. 1+50

--- --

I PUMP
o

MUD SHED TOILET

HOPPER Approx.
Toe of

PoWER Fill Slope

TOOLS

Sta. O J2 FUEL

TRASH STORAGE
3

E/. 22.7' TANK E-5.9
-J.6' --

-~o 2 E/. 21.2'
(bim. pit)

. 226 .S Sta. 0+00
F-4.5' ' F-5.7' \

B. 20. 4 - 8. 21. 4'
F- 6. 7'

Dev. Ungraded Ground at Location Stake = 4929. J'
s UINTAH ENGINEERING & LAND SURVEYINGÐev. Graded Ground at Location Stoke = 49 i as so. 200 rest * Vernal, Utah 84078 * (435)



ENRON OIL & GAS CO.
LOCATION LAYOUT FOR nung,

SURx-section
CWU #569-28

scale
SECTION 28, T9S, R22E, S.L..&M

.. 1216' FSL 1318' FWLDA1TE:1-52

-92 40' 120'
Drawn By· R.E.H.

•. .•Revised: 3-20-98 D.COX

S1A. J+25

40 120'

LOCAT/ON STAKE

CUT
Einished Grade

10' 40' 40 120'

S TA. 0+ J2

40' 120'

Slope= 1 1/2: 1

Preconstruction STA. 0+00
Grade

APPROXIMATE YARDAGES

EXCESS MATERIAL AFTER
(6") Topsoil Stripping = 1,100 Cu. Yds- 5% COMPACTION = 1,730 Cu. Yds.

Topsoil & Pit Backfill = 1,720 Cu. Yds.Remaining Location = 5,540 Cu. Yds.
(1/2 Pit Vol.)

TOTAL CUT = 6,640 CU.YDS. EXCESS UNBALANCE = 10 Cu. Yds.
(After Rehabilitation)

FILL = 4,660 CU.YDS.

UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 East * Vernal, UtaA 84078 * (435)
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LINE

APPROXIMATE TOTAL PIPELINE DISTANCE = 3500' +/-

LEGEND: ENRON OIL & GAS CO.
- - -- - EXISTING PlPELINE N cwU #569-28
- - - - - - PROPOSED PIPELINE SECTION 28, T9S, R22E,



WORKSHEËT
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/05/98 API NO. ASSIGNED: 43-047-33214

WELL NAME: CWU 569-28
OPERATOR: ENRON OIL & GAS COMPANY (NO401)
CONTACT: E,/7o/As USU729-¾2e

PROPOSED LOCATION: INSPECT LOCATION BY: / /
SWSW 28 - TO9S - R22E
SURFACE: 1216-FSL-1318-FWL TECH REVIEW Initials Date
BOTTOM: 1216-FSL-1318-FWL
UINTAH COUNTY Engineering fe 4(-9
NATURAL BUTTES FIELD (630)

Geology
L ASE TYPE: Ñþ
LEASE BER: U-023 98 Surface
SURFACE OWNER:

PROPOSED FORMATION: WSTC

RECE VED AND/OR REVIEWED: LOCA ION AND SITING:

,Plat R649-2-3. Unit 4 (Jejg
Bond: Federal State[] Fee[

DMo. ŸÍSO7 OS ) R649-3-2. General
Potash (Y/N)

¿Oil Shale (Y/N) *190-5(B) R649-3-3. Exception
Water Permit

D¾o. -|BOÍ ) Drilling Unit
RDCC Review (Y/N) Board Cause No:

(Date: ) Date:

N/ Fee Surf Agreement (Y/N)

COMMENTS:

STIPULATIONS:
In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the
Operator shall comply with requirements of Rule R649-3-31 pertaining to
Designated Oil Shale Areas. Additionally, the operator shall ensure that the
surface and/or production casing in properly cemented over the entire oil shale
interval as defined by Rule R649-3-31. For the proposed well this interval is
approximately Z§

75~~ ' to 7 ffV ' below GL. The Operator shall
report the actual depth the oil shale is encountered to the



0 0
OPERATOR: ENRON OIL AND GAS (NO401)

FIELD: NATURALBUTTES (630)

SEC. 28, TWP 9S, RNG 22E

COUNTY: UINTAH UNIT: CHAPITAWELLS
DIVISION OF OIL, GAS & MINING

WSYC
CWC 323-22

STAGECOACH UNIT ewu- *-fo= wÎTC
CWU49342F

cwu30-22
CWU322-21 Wud51El-2TP

STAGECOACH 41-20 WSTC
NSU 32Y

CU 51-20F CWIJ 37-22

CWU 324 22
STAGECOACH 6 CWU353-21 I CWU 5471 1F CWU 34Z-22

SCU 20F

CWU 341-21N CWU 469-22F
CWU 42¾22NCWU 496-21F

:WUSNATURAL BUTTES UNIT UkAPITAWELLSUNIT454-22F

NBU30&20E NBU340-20E CHAPITA WELLS UNIT owesos.22 my=
CWU 242-22

NBU 20B
NBU 211-20

CWO32-21 CWu 467-22F

. . CWU 585-28F CWU 477 27F
! CWIJ 40 BFNSU CfGE 831>29-9-22P CWU 359·27N

NSU215-20 CWU -28 CWO 307-28 CWU 6-27

CNU 563-27F
CIGE 189·26 9-2·· I C1GE 240.2¾9-22 O

CWu 43>28N CWU18
CIGE 145-29-9-22

NBC 32129E CWU 50E 2BF G i o
CWV43427N

NBU389-29E

ClGE 116-29-9-22
CIGE219-29-9-22

O

NBU 1 298
CWU ttSS 22

. NBU CIGE 24-29-9-22

CIGE19' 329-2
CIGE4960-32-3 72 e

NBU CIGE 27-33-9 22 NSU 138 CIGE 164-34 22
'JGE 510-3dggrGE 60-32-9.22

CIGE 241-32-9-21 CIGE 16+3+9-22
CIGE212-34 9·22

NSU 138A

CIGE.,alATURA IT ES FIELU2' '3"'23 "2" NBUC1GEB9D,34-527
+ CI .E:IDBD-33-09-y NBU GIGE 34-W22

GIGE173-32-9-22 e-

CIGE 174-33 22 CCG $93 NBU BOV
NBU#54 NBU#51J

NBU 187NBU281 NBU 157 e
NSU CFCE D-33-B-22P CIGE 152-33-9-

BU #93 NSU 112 NSU 18 NBU 113NB W‡

T9S R22E "*i='

T10S R22E NBUM

CIGE 176·5-10·22 Ngl 1
NSU 70 UTE TRAIL U #7

[98U 285 NSU ige

DATE PREPARED:



Pt StatÊof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart

Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton
801-359-3940 (Fax)

Division Director 801-538-7223 (TDD)

October 22, 1998

Enron Oil & Gas Company
P.O. Box 1815
Vernal, Utah 84078

Re: CWU 569-28 Well, 1216' FSL, 1318' FWL, SW SW, Sec. 28,
T. 9 S., R. 22 E., Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33214.

Sinc ly

J hn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management,



Operator: Enron Oil & Gas Company

Well Name & Number: CWU 569-28

API Number: 43-047-33214

Lease: Federal Surface: Federal

Location: SW SW Sec. 28 T. 9 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
Contact Carol Daniels at (801)538-5284.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. State approval of this well does not supersede the required
federal approval which must be obtained prior to drilling.

5. In accordance with the Order in Cause No. 190-5(b) dated
October 28, 1982, the operator shall comply with the
requirements of Rule R649-3-31 pertaining to Designated Oil
Shale Areas. Additionally, the operator shall ensure that
the surface and/or production casing is properly cemented
over the entire oil shale interval as defined by Rule R649-
3-31. For the proposed well this interval is approximately
2,875' to 2,984' below G.L. The operator shall report the
actual depth the oil shale is encountered to the



Company Name API Well Name Approval Extension Twp Rng Sec County Lease Type
Date Date

COASTAL OIL & GAS CORP 4304733278 OURAY 3-74 NO BIA CONCURRENCE 08-Feb-99 090S 210E 03 UINTAH INDIAN
DOMINION EXPL & PROD INC 4304733361 RBU 5-3F DRILLING 03-Aug-99 100S 200E 03 UINTAH FEDERAL
EOG RESOURCES INC 4304733135 NBU 490-30E SPUD 9/21/98 09-Jul-98 090S 210E 30 UINTAH FEDERAL
EOG RESOURCES INC 4304733214 CWU 569-28 NOTAPPROVED YET 22-Oct-98 090S 220E 28 UINTAH FEDERAL
FALCON CREEK RESOURCES 4301331997 TWIN KNOLLS 11-9 J EXPIRED 1/00 26-Jan-98 26-Jan-00 110S 170E 09 DUCHESNE FEDERAL
INLAND PRODUCTION COMPANY 4301332123 UTE TRIBAL 8-30-4-2 NOTAPPROVED 25-Nov-98 040S 020W 30 DUCHESNE INDIAN

YET
I D PRODUCTION COMPANY 4301331951 WELLS DRAW 9-30 EXTENDED TO 6/01 09-Jul-98 080S 160E 30 DUCHESNE FEDERAL
\ D PRODUCTION COMPANY 4301332114 WEST POINT 5-31-8-16 EXPIRES 12/11/00 09-Sep-98 080S 160E 31 DUCHESNE FEDERAL
INLAND PRODUCTION COMPANY 4301332115 WEST POINT 6-31-8-16 EXPIRES 12/14/00 09-Sep-98 080S 160E 31 DUCHESNE FEDERAL
INLAND PRODUCTION COMPANY 4301332116 WEST POINT 7-31-8-16 EXPIRES 12/14/00 09-Sep-98 080S 160E 31 DUCHESNE FEDERAL
INLAND PRODUCTION COMPANY 4301332119 WEST POINT 9-31-8-16 EXPIRES 11/10/00 09-Sep-98 080S 160E 31 DUCHESNE FEDERAL
INLAND PRODUCTION COMPANY 4301332120 WEST POINT 11-31-8-16 EXPIRES 09-Sep-98 080S 160E 31 DUCHESNE FEDERAL

11/10/00
INLAND PRODUCTION COMPANY 4301332032 MONUMENT BUTTE 7N-35-8-16 NOT 09-Jul-98 080S 160E 35 DUCHESNE FEDERAL

APPROVED YET
INLAND PRODUCTION COMPANY 4301332106 SOUTH WELLS DRAW 13-3-9-16 EXPIRES 10-Aug-98 090S 160E 03 DUCHESNE FEDERAL

10/8/00
LONE MTN PRODUCTION CO 4304733184 A FED H 41-28 EXPIRES 12/3/00 09-Sep-98 100S 240E 28 UINTAH FEDERAL
LONE MTN PRODUCTION CO 4304733165 FED H 14-30 PRODUCING GAS WELL 19-Aug-98 100S 240E 30 UINTAH FEDERAL
LONE MTN PRODUCTION CO 4304733183 FED T 31-11 HOLDING FOR NOW 14-Sep-98 120S 240E 11 UINTAH FEDERAL
LONE MTN PRODUCTION CO 4304733323 FED V 12-21 DRILLING 4/27/99 24-Mar-99 130S 210E 21 UINTAH FEDERAL
PACIFIC TRANS SUPPLY 4301330435 PTS 32-29 FEDERAL EXPIRED 5/00 20-May-98 080S 170E 29 DUCHESNE FEDERAL

OGLYPH OPERATING CO 4301331930 UTETRIBAL 30-13 NOTARPROVED YET 01-Jun-98 050S 030W 30 DUCHESNE INDIAN
MCO OPERATING INC 4304733311 RIVER BEND 13-27 EXPIRES 3/7/01 18-Mar-99 090S 190E 27 UINTAH FEDERAL

RE i CO OPERATING INC 4304733312 ROCK HOUSE 11-31 APPROVED 8/25/00 18-Mar-99 100S 230E 31 UINTAH FEDERAL
RETAMCOOPERATING INC 4304733369 ATCHEE RIDGE 11-27-13-25 EXPIRES 20-Aug-99 130S 250E 27 UINTAH FEDERAL

8/31/00
ROSEWOOD RESOURCES INC 4304733263 FEDERAL H 34-30 EXPIRES 4/22/01 18-Feb-99 100S 240E 30 UINTAH FEDERAL
ROSEWOOD RESOURCES INC 4304733242 FEDERAL K 23-22 EXPIRES 4/22/01 10-Dec-98 110S 210E 22 UINTAH FEDERAL
ROSEWOOD RESOURCES INC 4304733264 FEDERAL N 42-22 HOLDINGFOR NOW 15-Dec-98 110S 240E 22 UINTAH FEDERAL
ROSEWOOD RESOURCES INC 4304733217 HANGING ROCK I 4-14 HOLDING FOR 20-Oct-98 120S 230E 04 UINTAH FEDERAL

NOW
ROSEWOOD RESOURCES INC 4304733218 HANGING ROCK I 5-16 HOLDING FOR 19-Oct-98 120S 230E 05 UINTAH FEDERAL

NOW
ROSEWOOD RESOURCES INC 4304733234 HANGING ROCK I 6-2 HOLDING FOR NOW 10-Nov-98 120S 230E 06 UINTAH FEDERAL
ROSEWOOD RESOURCES INC 4304733219 HANGING ROCK I 9-11 HOLDING FOR 20-Oct-98 120S 230E 09 UINTAH FEDERAL

NOW
SHENANDOAH ENERGY INC 4304733269 WVFU 18 WG NOTAPPROVED YET 06-Jan-99 080S 210E 14 UINTAH
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